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SIRIUS Outdoor Home Antenna 

For use with any SIRIUS home receiver or Plug & Play system 



WANT COMMERCIAL FREE 
MUSIC FOR YOUR HOME 
ENTERTAINMENT? 

Broadcast from state-of-the-art studios in the heart of NYC, 
SIRIUS uses a fleet of high-powered satellites to provide 60 
streams of 100% commercial-free music and 40 streams of 
world-class sports, news and entertainment programming 
coast-to-coast, 24 hours a day for your home. High-quality 
satellite radio reception requires high-quality components 
to capture that signal. If you plan to purchase a SIRIUS 
home receiver or Plug & Play, make sure you get the TERK 
SIR6. It's the perfect solution for receiving a clear, unob- 
structed signal from the satellites to enjoy your SIRIUS 
Satellite Radio service. 



DON'T YOU WANT THE BEST 
COMPONENTS TO CAPTURE 
YOUR SIRIUS SATELLITE 
RADIO SIGNAL? 

The TERK SIR6 (SIRIUS Satellite Radio Outdoor Home 
Antenna) is the perfect high-performance antenna foryour 
SIRIUS home receiver or Plug & Play system. This low-profile 
antenna has a universal mounting bracket that can be 
installed to a wall, roof, satellite dish or mast. It comes with 
a detachable cable for easy cable routing. For installations 
that require more than 30' of cable, you will need a TERK 50' 
extension kit (SIR-EXT50). Its compact, weather-proof design 
allows foryears of SIRIUS Satellite Radio enjoyment. 



KEY FEATURES: 

Easy Installation 

• Universal mounting bracket easily attaches 
to a wall, roof, satellite dish or mast 

• Includes all hardware 

• Detachable cable for easy cable routing 

Quality & Performance 

• High-performance antenna meets all 
SIRIUS Satellite Radio specifications 
for home antennas 

• Compact, low-profile design maximizes 
installation options and usability 

• Compact, weather-proof design 

• Cost effective 

Applications 

• For use with any SIRIUS home receiver 
or Plug & Play system 



SPECIFICATIONS: 

Electrical Specifications 

Frequency: 2320 to 2332.5 MHz 
Satellite Gain: 
1 dBic, 45°-90° elevation 
Bandwidth: 12.5 MHz 
Impedance: 50 ohms 
Azimuth: Omnidirectional 
Polarization: LHCP (Circular] 
LNA gain: 42 dB, typical 
Noise figure: 0.7 dB, typical 
Current drain: 160 mA, maximum 

Mechanical Specifications 

Radome: 3 1/4" x 3 1/4" 
Arm length: 8" 

Mounting bracket: 4 3/4" x 2 7/8" 

Material: Xenoy and AES 

Cable type: RG-58 coaxial 

Cable length: 30' 

Antenna connector: SMA 

Cable connectors: SMA and SMB 

Mounting Hardware 

U-bolts and screws: stainless steel 

Nuts and washers: stainless steel 

Product Weight: 1.75 lbs 



Other Specifications 

Temperature: 

-40°Fto 185°F (operating) 

Quality and Performance Tests 

SIRIUS Approved: 
Per Specification 
RX000002H-010000 

TERK Approved: 

Per Environmental Specification 

TERKTRK-10011-SIR6 



For more information about TERK products visit www.terk.com or call 1.800.942.TERK. 
For more information about SIRIUS Satellite Radio visit www.sirius.com. 
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